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The preliminary resulis of an experimental Investigation of eng
dynamics and controls for a 48-inch ram-Jet engine are presented.
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The
investigation was conducted in a free-jet facillty at & Mach number of
2.76 and altitudes from 68,000 to 82,000 feet.

The engine data presented include steady-state performance, indi-
clel response, frequency response, and ignition characteristics.

Tren-
sient end frequency-response data were found to yleld approximastely the
same Informstion on the nature of the engine dynamics.

The predominant
engine dynamic characteristic for pressures to fuel flow was dead time,

with values ranglng from 0.018 to 0.053 second for static pressures, de-
pending primarily on the distance of the pressure tap fram the burning
zZone. ' -

Ignition data are presented for representative fuel-alir ratios
which show that the normal shock overshoots its final position by sev-
eral feet during ignition transients.

Four control systems of the same general. type but differing in the
location of the tap for the controlled pressure were investigated; typ-

ical data are presented for one of the systems. All the systems were
designed to maintain a comstant ratio of a diffuser static pressure to a
reference static pressure on the engline-inlet cone.

The data presented
for the one control show that such operation resulis in very nearly con-
stant diffuser total-pressure recovery over & range of altitudes.

Data on the engine-control-system response time and percent over-
shoot to fuel-flow step disturbances are presented for a broad range of
control settings.

A1l the fuel step disturbances were large enough to
have placed the engine in the subecritical buzz region without control.
However, the control response was fast enough for &ll control settings
investigated to prevent subcritical operation.

For the range of control
settings studied, response times from 0.08 to 0.5 second were obtained.
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The response time was also found to be essentlally lndependent of dis-
turbence size for fuel-flow disturbances from 2130 tco 4260 pounds per
hour (13.6 to 27.2 percent of fuel flow at max. recovery).

INTRODUCTION

The role of the ram jet as a propulsion device has become more pram-
inent In recent years as a result of the emphasis placed on guided mis-
giiles and aircraft that operate at high supersonic Mach numbers. In or-
der to fully utilize the capabilities of the ram-jet power plant, suit-
able englne control systems must, of course, be developed. Analyses
made several years ago at the NACA Lewis laboratary have indicated param-
eters suiteble for ram-Jjet control and have suggested methods for con-
trolling the engine using these parameters (refs. 1 and 2). A program
was also instituted for the experimental investigation of engine dynam-
ice and control systems on a 16-inch ram-Jet engine in the 8- by &6-foot
supersonic wind tunnel. Some of the results of that regearch are re-
ported ln references 3 to 3.

More recently, an investigation of engine dynemics and controls for
8 48-inch ram-jet engine has been made. This investigation was part of
an over-all program to evaluate the altitude performance of the ram-jet
engine in a Mach 2,76 free-jet facility. The purpose of the controls
phase of this program was to determine the dynamics of a large ram-jet
engine, to obtaln detailed informetion on ncrmal shock movement and gas
dynemics within the diffuser, and to determine how close to critical re-
covery controls could operate the engine and still provide satisfactory
steady-state and dynamic operation for a. range of altitudes. The con-
trol systems investigeted were closed-locp diffuser pressure controls
with sltitude and some Mech number compensation.

This preliminary report presents a brief coverage of the data ob-
tained on the 48-inch ram-jet engine during the englne dynamics and con-
trole phase. All the data presented herein are for a Mach number of
2.76, altitudes from 68,000 to 82,000 feet, and an englne-inlet tempera-
ture of 528° F. The data include engine characteristics pertinent in
controles work and information on one of the four control systems inves-
tigated. The englne data contein steady-state performesnce, indiciael re-
sponse, frequency response, and ignition characteristics. The controls
data also cover both steady-state and dynamic performance, and indicate
the kind of perfcrmance to be expected from the type of controls
investigated. - :
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APPARATUS ARD INSTRUMENTATION

The spparatus and instrumentation used in the investigation consist
of the ram-jJet engine, the free-Jet facllity, an electrohydraulic fuel
servo system capable of high-frequency performance, instrumentation for
dynamics studies, and an anslog computer utilized as a flexible control.
This equipment is discussed in detail in the following sections.

Engine

Diffuser. - A phantom sketch of the diffuser is shown in figure
1(a).” The inlet portion was, essentially, a 216° segment of a single-
cone (22° half-angle) Ferri type diffuser designed for a flight Mach num-
ber of 2.76.

In aorder to improve the cambustor-inlet velocity profile and to
avoid flow separation, a screen was Installed across one-half of the dif-
fuser outlet. This screen comprised a square array of l/4—inch rods and
blocked 20 percent of the (half) area. Details on diffuser performsnce
axre presented in reference 6.

A side view of the diffuser indicating the location of transient
instrumentation is shown in figure 1(b). (Symbols are defined in appen-
dix A.) Pressure pickups 1 to 11 were connected to static taps located
along the top of the immerbody, 2 inches off-center, as shown in the
cross-sectional sketch of figure 1(b). Tap 12 was located at £:00
o'clock looking downstream, and tap 20 was located at the top of the in-
let cone well forward of the engine inlet. Pickup 14 was connected to a
total-pressure probe at the station of the cowl lip.

The area variation through the diffuser is shown in figure 2.

Cambustor. - The transition from the 32-inch-dismeter diffuser out-
let to the 48-inch-dismeter combustion chamber wag accomplished with a
30° included-angle conlcal-diffuser section in which the flameholder and
the fuel-injection system were mounted. The length of the combustion
chamber from the downstream end of the transition section to the begin-
ning of the nozzle was 6% Peet. The cross section of the combustor is

shown in figure 3(a), and a cutaway view is shown in figure 3(b).

Fuel was injected normal to the main air stream by means of simple
orifices in sixteen l/Z—inchrdiameter redlal tubes, equally speced cir-
cumferentially, and supplied from a common external manifold. Three
such systems, consisting of three separate manifolds, each supplying 16
radial tubes, were lnstalled to facilitate a study of fuel-distribution
effects on burner performance. The three systems were designated
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according to locatlon es elther upstream, intermediate, or downstream.
During the controls investigation, fuel was Injected through only twc of
the three systems; and the size and location of the orifices in the
spray bars were designed to give an even fuel distribution, that is,
equal fuel flow per unit of area. TFigure 3 shows a typical fuel bhar in-
stalled in the cambustor.

The fuel used throughout the investigation was MIL-5624B, grade
JP-5, with a lower heatlng value of 18,625 Btu per pound.

Ignition was achieved through the use of two surface-discharge
spark plugs located in the pilot annulus. A separate power system of
the condenser-discharge type was used to supply each plug.

Instrumentation details for the cambustor are shown in figure 3(a).

Information on combustor performance, as well as further details of
combustor design, is contained in references 7 and 8.

Exhaust nozzle. - The convergent-divergent exhaust nozzle had a
throat area 54.6 percent of the combustion-chamber area with a conver-
gent section of 25° half-angle and a divergent section of 12° half-angle.

Facility

The ram-Jjet engine wss tested in a free-Jet facility. The starting
and performance charscteristics of the free-jet facility are reported in
reference 9. A schematic diagram and cutaway drawing of the engine in-
stellation in the facility is shown in figures 4(a) and (b), respec-
tively. Dried and heated alr from the facility air system entered the
supersonlic nozzle and was accelerated to a Mach number of 2.76. Approx-
imetely 52 perceiit”of the alir entered the engine diffuser, while the re-
maining air passed through the Jet diffuser into the facility exhaust
system,

Fuel Servo System

An electrohydrauvlic servo system was specially deeigned tc provide
the fast response required for ram-jet dynamics and controls investiga-
tions. This system controlled the flow to the upstream set of spray
bars. The flow to the intermediate set was controlled manually. (The
downstream set of spray bars was not used during the controls
investigation.)

The operation of the fuel servo system 1s discussed in appendix B.

3151
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The steady-state performerice of the system is shown in figure 5,
where the fuel flow is shown to be & linear function of servo input
voltage. The dynamic.performance of the system as installed for the
test program is shown in figure 6, where the frequency response 1s pre-
sented for fuel-valve position to servo lnput voltage ANf/AHi, fuel

flow (fuel nozzle pressure drop) to servo input voltage AMf’u/AVi, and
fuel flow to fuel-valve position Awf,u AVp. The frequency-response

characteristic includes the effects of all the necessary piping required
for the installation. The phase shift was 180° at 36 cps, and the am-
plitude response was down less than 20 percent up to approximately S50
cps. The dynamic performance atteinsble with this system maskes it very
suitable for rem-jet dynsmics and controls studies.

Instrumentstion

Ge.s-pressure sensors. - For {ransient pressure measurements, three
types of variable inductance pickups were used. These were designated
types I, II, and III. Type I was characterized by its small size, dia-
phragm construction, high natural frequency, and rather low output volt-
age. Types IT and IIT were two models of the same make and were charac-
terized by twisted-tube constructlion, high natural frequency, relatively
high output voltage, and better accuracy (lower drift and better linear-
ity) than type I. All pressure pickups were installed in water-cooled
Jackets to maintain operation within the designed temperature range.
Connécting tube lengths were kept to & minimm to ensure the fastest
possible response; the inside diameter of the tubing was 0.040 inch,
which gives & reasonable amount of damping.

Typical frequency-response characteristics for pickup types I, II,
and ITI are shown in figures 7, 8, and 9, respectively. These data were
obtained from bench tests of the sinuscidal response of each type itrans-
ducer and associated tubing. For each engine variable measured, the
type of transducer used and other pertinent information are tabulated in
tgble I. TFor most of the pickups, the tubing length and diameter were
the same (9 in. of 0.040-in.-I.D. tubing); and for the engine dynamics
phase all the static-pressure pickups were the same type (type I). For
the controls phase, where good accuracy (low drift and good linearity)
is very importent, pickups 4, 5, 6§, 10, and 20 were changed to elther
type II or IITI. -

Diffuser pressure recovery was obtained from a total-pressure rake
at station 653.2.

Manometers were used for pressure measurements during steady-state
operation.
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Fuel-pressure sensors. - An indlcation of the amount of fuel flow
to the engine wes cbtalned by measuring the pressure drop across the or-
ifices in the spray bars. A resistance, strain-gage, differential pres-
sure pickup was conmected to & line between the manifold and & spray bar
to measure upsiream and Intermediate fuel flows. These pickups were
referenced to the combustion-chamber air pressure near the spray bars.
Fram bench tests the response of the fuel-pressure side of the pickups
with assoclated tubing was found to be essentlaily flat to at least 150
eps with no measurable phase shift.

For steady-state measurements the fuel flow was measured by con-
necting manometers to indicate the pressure drop across an orifice in
the fuel line. | o ) :

Fuel-velve position. - The fuel-valve position was sensed by & lin-
ear variable differentlal transformer. The signal was then amplified,
demodulated, and filtered, giving a d-c signal proportional to the fuel-
valve position.

Amplifiers. - The pressure variables were amplified by carrier-type
emplifiers., Fuel-valve poslition and fuel servo lnput voltage were am-
plified with d-c¢ emplifiers. The carrier amplifiers are shown in racks
1l and 3 of figure 10 and the d-c amplifiers in rack 5.

Recordling equipment. - All transients were recorded on sensitized
paper with oscillographs using galvanometers with natural frequencies of
200 to 500 cps. For monitoring purposes certain variables were slso re-
corded with direct-inking strip-chart recorders.

The photographic osclllographs are shown in racks 2 and 4 of figure
10, and the direct-inking recorder in rack 7.

Computer
For the controls investigation, the necessary camputetion was per~
formed by an electronic differentisl analyzer, which is shown in rack 6
of figure 10. The computer performs the required operations through the
use of high-gain d-c operational emplifiers and associated plug-in in-

put and feedback Impedences. The output of the computer was fed into
the fuel servo control chassis, which is located in rack 5.

DESCRIPTION OF CONTROL
Parameters Used

For the control systems investigated, static pressures along the
diffuser innerbody were chosen as the control pressures. In order to

3751
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determine the effect of tap location on control performance, four sys-
tems were investigated, each with a different location of the control
bressure tap. Stations 502, 517, and 532, which are well forward in

the diffuser near the minimum-area section (fig. 1(b)), were chosen
for three tap locations. The controls using these pressures were de-

signed to plece the normel shock at the control pressure tgp. The ob-
Ject was to try, in succession, control systems using Ps32s Psy7, &nd

Psgz to see how far forward the normal shock could be positloned and
still maintein satisfactory performance.

For the fourth control system, & tap location near the diffuser
exit (station 622) was chosen for the controlled pressure. Although
this system could be designed to operate the engine over & rather broad
range, it was set to hold the normsl shock in gbout the same position as
the Psz2 control. The object was to compare the performsnce of this

system using a pressure near the diffuser exit with those systems using
pressures well forward (near the inlet).

Statlic pressures were chosen because they usually provide a better
control signel than total pressures. Their dead time in respomse to
disturbsnces is generally shorter, and the accuracy asttainsble with s
single tube 1ls better. .

In each case the control system was referenced to a static pressure
well forward on the surface of the inlet cone (station 429). This ref-
erence pressure was chosen primarily because 1t affords not only alti-
tude compensation, but also same Mach number compensation. The varia-
tion with diffuser recovery of the ratio of each of the controlied pres-
sures to the reference pressure is shown in figure 11. Since ratios are
inveolved, the curves generglize for a range of eltitudes.

The circles show the operating points chosen. Each point for pres-
sures 502, 517, and 532 was somewhat arbitrarily chosen to give operation
at a pressure midway between the minimum value which would exist at low
recovery and the maximum attainable durlng the investigation (at 0.83
recovery). A convenient method of attaining more rapid responses for
disturbances which would tend to drive the engine subcritical than for
disturbances in the other direction would be to choose an operating
point nearer the low end of these characteristicse. The signal available
to the control would then be larger for disturbances which increase
thegse pressures than for those which decrease them.

The point shown for pgps glves operation at essentially the same

recovery &s chosen for pgz,. This recovery was felt to offer a con-~
siderable margin from the peak recovery to ensure safe operation over a
range of altitudes and for various disturbances.



8 L NACA RM E55J12

The location of the desired operating point on each of these char-
acteristlics determines the factor that must be applied to the reference
Pressure to glve proper control operation. For exemple, for pgzp, the

point at a ratio of pgzn/Pgpg ©Ff 3.10 indicates that pgpg must be
multipiied by 3.1C before 1t is compared with Ps32 in the control.

Block Diagram of Control

The manner in which the controlled and reference pressures were
connected to the contrcl and then back to the engine through a fuel
servo 1s shown iIn figure 12. At the engine, the controlled pressure was
sensed, then amplified. In a similar manner the reference pressure was
sensed and emplified. Before being comparéd, the controlled and refer-
ence pressure signals were properly scaled to attain the factor desired
as indicated previously in figure 11. The signals were then compared
and the error fed to a control.

In general, a proportional-plus-integral control was used. Pre-
vious anslysis based upon the engine dynamic characteristics indicated
that this type of control is desirable.

The cutput of the control was then commected to the fuel servo
which, in turn, varied the fuel flow to the engine, thus affecting the
controlled pressures.

The details of the circultry from the outputs of the carrier ampli-
flers to the servo input are shown in figure 13. The electronic differ-
ential analyzer shown in rack 6 of figure 10 was used for this portion
of the control system. The drifi, linearity, and accuracy of the sen-
sors, amplifiers, and computer portion of the control systems were such
that errores due to these factors were negligible. The senmsors, ampli-
fiers, and circuitry for the controlled and reference pressures were
matched as closely as possible so that temperature effects or other mi-
nor effects on components 1n the controlled pressure branch would be
cancelled to a certain extent by the action of the corresponding compo-
nents in the reference pressure branch.

PROCEDURE AND RARGE OF VARIABLES

The program for the 48-inch ram-jet engine consilsted of two parts,
an investigation of engine characteristics pertinent to control design
and an investigation of the four control systems. The procedure for
these two parts of the investigation is discussed in the following two
sections.

3751
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Engine Investigation

In the engine phase of the investigation, several types of data
were taken: steady-state, indicial respomse (response to step disturb-
ances), frequency response, and ignltion data.

Steady state, indicial response, and frequency response. - Steady-
state, indicial-response, and freguency-response datae were taken in the
ususl menner. Detalls on the procedure used are discussed In some of
the earlier NACA reports (e.g., ref. 3).

Ignition. - In order to obtsin ignition data, first the engine~
inlet pressure was adjusted to give a satisfactory altitude for starting
the engine. Next, a certain fuel-air retio was set up by means of an
edjustable fuel valve. After the proper fuel-alr ratio was set, the
fuel flow was turned off by closing a solenold shut-off valve, leaving
the main adjustable fuel valve set to the proper position for the de-
sired fuel flow. Several minutes were then allowed for the alr to clear
the engine of any excess fuel that might have accumulated. Following
this purging period, the solenocid shut-off valve was opened, allowing
the fuel flow to rise rgpidly to the preset value. When the fuel flow
reached the proper value, the ignition system was energized, causing the
fuel to ignite. After the engine was lighted, the ignition was turned
off. The oscillogreph recorders were turned on just before the shut-off
valves were opened, and turned off after the ignition transient settled
out. Ignition data were taken et Increasingly richer fuel-air ratios
until finally the normal shock was expelled fram the diffuser on the
last transient.

Controls Investigation

Steady state. - The first phase of the controls investigation con-
sisted of operating the control in steady state over a range of alti-
tudes. The procedure used to accamplish this follows. First, sensors,
amplifiers, computer, and so forth, had been previously calibrated and
the proper settings for the control were inserted. Next, a suiteble sl-
titude for ignition of the engine wes set, and the engine was lighted
with the fuel flow set manually. As soon as the engine ignited, the
fuel flow was set somewhere nesr the control point, and the control was
switched to sutomatic. The control then automatically increased the
fuel fiow to the proper value for the control point.

Once on automatic control, the altitude was varied over the com-
plete range to check the steady-state performance of the system.

Dynemics. - The next phase of the controls investigation was to add

8 step voltage to the fuel servo inmput to determine the transient re-
sponse of the system. The procedure was first to set a particular

RS
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altitude. Once the altitude was set, then the step disturbance was In-
troduced. The recorders were turned on Just prior to the step and turned
off after the control system settled ocut. With a fixed magnitude of-
disturbance, a series of such disturbances were inmtroduced with differ-
ent control settings for each transient.

After determining the response of the system for different comtrol
settings, another series of transients were run with fixed control set-
tings and various magnitudes of disturbance. And, finally, the effect
of altitude on response was determined by introducing a disturbance of a
glven size at each of several aliltudes.

Range of Varisbles

All the data presented herein are for a Mach number of 2.76 and al-
titudes fram 68,000 to 82,000 feet., Engine-inlet temperature was held
at approximately 528° F.

RESULTS ARD DISCUSSION

The results of this investigation are discussed in two sections.
First, some of the engine characteristics of significance in control
systems are discussed. These include steady-state performance, transi-
ent performence, frequency response, and ignition characteristics. After
the general behaviour of the engine has been established, the perform-
ance of one of the control systems for the engine is discussed. The
deta .for the one control indicate the general type of performance of all
four systems.

Engine Characteristics

Steady-state performance. - The region in which the engine was op-
erated in steady state is indicated in figure 1l4. The figure shows the
variation of diffuser pressure recovery with actusl and ideal (100-
percent burner efficiency) fuel-air ratios for seversl altitudes. For &
given recovery, a somewhat greater fuel-air ratio is required as alti-
tude increases. .

At high recoveries, slight variations in facility or engine condi-
tions could csuse the normael shock within the englne to be expelled, re-
sulting in a breakdown of the supersonic flow to the engine. Since re-
establishment of the supersonic flow caused gome delay, operation above
a pressure recovery of 0.62 was limited. Same data were obtained in
this range, however, up to a maximum recovery of approximastely 0.63.

The curve of ideal fuel-alr ratic permits the other data presented herein
to be interpreted in terme of different burner configurations.

3751
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Transient performance. - A typleal response of the engine to a step
increase in fuel flow is shown in figure 15. The responses shown are
for an initial recovery of 0.5835, a final recovery of 0.6125, and an
altitude of 82,000 feet. Since two recorders were used, the variables
for the first recorder are shown in figure 15(a) and those for the sec-
ond recorder in figure 15(b). At the top of each of the figures is a
synchronizing trace, which permits the time scales of the two records to
be correlated. In addition, the second trace fram the top of each re-
cord is fuel servo lmput voltage, which was spplied to both records to
establish accurately the time at which the disturbesnce was imposed. All
traces shown in figure 15(a) are labeled on the figure.

The traces shown in figure 15(b), from top to bottom, are recorder
synchronizing trace, fuel servo Input voltage, and eight diffuser inner-
body static pressures (Pll to p4). These taps were spaced along the

innerbody, &s shown in figure 1(b), Pjy belng near the exit of the dif-
fuser end p, being forward in the diffuser near the throat. All the

traces move upward for an increase in the variables, and the vertical
lines are 0.0l second apart.

After the step increase in fuel serve inmput voltege was introduced
(point A), a little less than 0.0l second elapsed before the fuel flow
responded (point B). With the length of tubing and manifold required in
the installation of the fuel system, this was about as fast a response
as could be obtalned. After the fuel flow started to change, 1t took
about another 0.0l second for the fuel-flow respomnse to first reach the

final velue (point C).

The pressure responses to the fuel-flow disturbance fall into three
categories, depending on the location of the normal shock with respect
to the particular pressure tap. The three categories consist of (1)
those taps which remain 1n the subsonic region behind the normal shock
throughout the transient, (2) those taps which are passed by the normal
shock during the transient, and (3) those taps which remain in the su-
personic region shead of the normal shock throughout the transient.

In figure 15(a) all the pressure responses fall into the first cat-
egory (teps always subsonic). In figure 15(b), pj; to pg fall into
the first category, pg to pg fall into the second category (teps
passed by normal shock), and P4 1s a borderline case between the sec-

ond and third categories.

The normal-shock location at the beginning of the transient is be-
tween taps 8 and 9, as indicated by the difference in noise level at the
beginning of these traces. At the end of the transient, the normsal
shock has just begun to affect py, as indlcated by the pressure fluctu-
ations at points H to J.
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The first portion of each pressure response consists of a small in-
terval of desd time during which no change occurs. For example, burner-
exit total pressure P,g responds at point D, giving a dead time to

fuel flow of approximetely 0.012 second. In figure 15(b), pg, for ex-

ample, responds at polnt E, giving a dead time to fuel flow of 0.031
second.

In the second category, pg &and pg respond at points F and G, re-

spectively. The time interval from the fuel-flow change to these points
is not the dead time which is significant in stabllity studies of con-
trol systems, however, but is a longer period of time. This longer pe-
riod of time is composed of the time from the fuel disturbance until the
shock starts to move from its steady-state position plus the time for
the normal shock to move from its initisl position to the tap of inter-
est. This shock travel time is longer than the time required for a
pressure wave to travel the same distance against subsonic flow.

Although this shock passsge time 1s not of primasry significance 1in
stabllity studies of control systems, it is very significant in another
respect. For example, 1f a disturbance occurred either internal or ex-
ternal to the englne, the speed at which the shock moves from its steady-
state location to the cowl lip will determine to a lerge extent how fast
the control must be to prevent subcritical operation. Since the shock
is moving upstream in this case, snd since the alr in the forward por-
tion of the diffuser is moving downstream at a high (supersonic) Mach
number, a relatively long time is required for the shock to move a given
distance. The trace of Pg 1in figure 15(b) shows over 0.1 second for

the shock to pass that tap (point G). In view of this, an inlet with a
slowly varying ares near the cowl 1lip would be advantageocus. With such
a design, a control could hold the normal shock scme distance downstream
of the cowl 1lip with only & relatively small loss in pressure recovery.
The longer distance between the steady-state position of the normel
shock and the cowl lip would then provide additional time for the con-
trol to respond.

An inlet with internal contraction ipherently provides some addi-
tiocnal length as a result of the diffuser section between the cowl lip
and the throat. Diffusers with slowly varying areas near the inlet have
been recommended for other reasons. Reference 10 indicates the desira-
bility of a long-throated diffuser for improving diffuser stability.

The third category includes those taps which remain in the super-
sonic region throughout the transient. The pressures for such tap lo-
cations would show no change during the transient. As mentioned previ-
ously, Py being a borderline case, shows some fluctuations.

3751
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After the iInitial dead time, the type of respomnse that occurred for
those taps in the subsonic region wes of either a lag or lead-lag form.
In figure 15(a) the response of burner-exit total pressure Plg to fuel
flow, for example, 1s a lag type. Most of the other response traces for
bressure taps in the subsonic region are of the lead-lag type. A good
example of this latter type of response is g (fig. 15(b)).

The pressure responses for teps which are passed by the normal shock
during the transient are of a different nature. After the initial inter-
val in which no response occurs, the type of response varies considerably
(see traces pg to P5)-

The shape of the inltial portlon of the response 1g affected by the
profile of the normal shock as it passes the gilven tep and by the speed
at which the shock moves past a given tap. The combination of these two
things will determine the steepness of the first part of the response.
The profile across the normal shock as seen by & tap on the surface of
the innerbody is for the most part a boundary-layer shock interaction ef-
fect. Once the shock has passed the tap, then the remainder of the re-
sponse is similar to the last portion of the responses for subsonic taps
since now these taps (pg to pg) are also subsonic.

Pressure responses for a step decrease in fuel flow with an Initial
recovery of 0.6125 and a finsl recovery of 0.5835 are shown in figure
16. The same variables as were presented in figure 15 are ghown in this
figure. These figures were chosen because they are the smallest steps
availsble in the high-recovery renge with a good signal-to-noise ratio.

For a step decrease in fuel flow, the responses again fall into the
three categories: pressure tap always subsonic, pressure tap passed by
normal shock, and pressure tap always supersonic. '

A camparison of the traces (Pl6 to Pg) for taps which are always

subsonic shows that the responses for step increases and decreases are
very similar. Other pressure responses (pg to Dpy), however, are con-

siderably different for step decreases than for step increases. First,
the initial portion of time that elapses before these pressures (ps to

p4) respond to the fuel-flow change is a shorter dead time, because these

taps are in the subsonic region at the beginning of the transient. Next,
the shape of the pressure responses after this dead time is different
for each tep location and is different than it was for the step incresse.
Again, the shape of the response is determined by the shock profile and
speed as 1t passes these taps. In this case, however, the shock starts
out near ps and settles out between pg and pg; whereas, for the

step increase, it moves in the reverse directlion. After the step de-
crease, the shock slows down &8 it gpproaches its final position. As a
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result, the response of pg, for example, is more gradual than it 1s for
the step increase. For the step decrease, pg 18 near the final posi-

tion of the shock, and for the step increase it is near the initial po-
sition. Since the combination of shock profile snd speed varies from
tap to tap, end with the direction of thé step, the responses for taps
which are crossed by the shock vary considerably. '

The dead times from a series of translients such as shown in figures
15 and 16 were read and plotted as a function of distance in figure 17.
The solid data points are for a step increase. These data tend to fall
below the other data polnts, which are all for step decreases 1in fuel
flow. The dead time varies from epproximately 0.018 second for burner-
exit static pressure pyz to 0.053 second at pg. The data include sev-

eral step sizes at two different altitudes and are for static pressures
only. Note that the initisl conditioms are different for the step in-
crease than for any of the step decreases. Thls difference in initiel
conditions may account for part of the difference between the dead time
for the step Increase and the dead times for the step decreases. For
the step increases most of the data fall within £35 milliseconds of the
line faired through the data polnts. This line curves upward for sta-
tions nearer the inlet, indicating that the pressure disturbance travels
slower &8 1t moves forward in the diffuser.

The slope of the curve in figure 17 represents the rate of propaga-
tion or velocity of the pressure dilsturbance between diffuser stations.
Between the burner inlet and exlt, however, the slope does not represent
the rate of propagation, since the source of the disturbance is between
these statlons. - '

The slope of the curve in figure 17 1s presented In figure 18 for
the diffuser portion. At the diffuser exit p;5, for example, the rate

of propagatlion is 1180 feet per second. Well forward in the diffuser at
the location of one of the control pressure taps pg, the rate of prop-

agation 1s 235 feet per second or approximately one-fifth of that at the
diffuser exit. The shape of the curve of figure 18 is related to the air
velocities as determined by the diffuser-area variation (fig. 2).

Frequency response. -~ The resulis of the frequency-response inves-
tigation are shown in figure 19. This figure shows the amplitude ratic
as a function of frequency in figure 19(a) and the phase shift against
frequency in figure 19(b). Data are presented for burner-exit total
pressure P;g, burner-entrance total pressure P, g5, and three diffuser

static pressures (plz to Plo)‘

The amplitude-ratio - frequency curves for total pressures attenuate
similar to a first-order lag. On the other hand, the amplitude-ratio -
frequency characteristice for static pressures can be gpproximated by
either a single or several lead-lag functions, depending on the accuracy
of approximation desired. .
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The phase characteristics show the large amount of phase shift,
which is typical of dead time. In edditlion, for the statlic pressures,
the frequency for 180° phase shift (which is significant to control op-
eration) is nearly the same as would be obtained by a calculation of
this frequency for values of dead time shown in figure 17.

Ignition characteristics. - During the course of the dynamics in-
vestigation, it was found that upon ignition the response of engine pres-
sures was considerably different then that obtained to fuel-flow disturb-
ances after the engine was ignited. During all ignition transients the
normal shock would overshoot its finel position. A typlcal ignition
transient is shown in figure 20. The propagation of the pressure dis-
turbance upstream from the burner can be traced by noting the time at
which each pressure starts to change (points A, B, C, etc.). In figure
20(b), & dashed line has been sketched to indicate the approximate path
of the shock during the transient. It is interesting to note that P2

is affected by the shock and that the shock finally settles out some-
where between taps 4 and 5. This indicates that the amount of over-
shoot for the shock was spproximately 3 feet. This ignition transient
was for s fuel-alr ratio of 0.0515, which was approximately the richest
fuel-sir ratio at which ignition was possible without expelling the nor-
mel shock from the diffuser during the trensient.

A series of ignition transients were run at other fuel-air ratios.
The results of these transients are shown in figure 21. This figure
shows the variation of diffuser pressure recovery with fuel-air ratio
for steady-state operation. For fuel-ailr ratlos up to approximately
0.052, the normal shock remained within the diffuser during ignition
transients (including the overshoot). For fuel-air ratios between 0.052
and 0.055 the normal shock was expelled from the engine during ignition
transients.

Expulsion of the normal shock from the engine diffuser interfered
wlth the supersonic flow from the free-jet nozzle 1in front of the engine.
As & result, the normsl shock did not return as would be expected in
flight. For fuel-air ratios above 0.055, the normal shock would be ex-
pelled from the diffuser even in steady state.

The data shown in figure 2] indicate that, even though the shock
overshoots several feet during the ignition transient, successful igni-
tion (without expelllng the shock) was possible at fairly rich fuel-air
ratios.

Control-System Characteristics

Steady-state performance. - Normally, the settings (ﬁs, 34 and the

carrier amplifier gains, fig. 13) which determine the operating point
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were made at static sea-~level conditions fram calibration information
and were not changed during the time the facillty'and englne were
started and operated.

Once the engine was switched over to automatic control, the system
was then operated over a range of altitudes to determine whether the con-
trol was operating satisfactorily in siteady state. The type of perform-
ance attained is illustrated in figure 22, where the control operating
line is superlimposed on the engine charscteristics. The englne charac-
teristics shown are the variation of control pressure for one tap loca-
tion. ‘pszz Wwith diffuser pressure recovery over a range of altitudes.

The control sctually is designed to hold a constant ratio of con-
trolled to reference pressure (PSSZ/P429 = 3.10). Operation at a con-

stant ratio of controlled to reference pressure results in a deviation
in total-pressure recovery of approximately 0.003 fram a recovery of
0.612. This is approximately a 0.5-percent variation. Since the devi-
atlion in pressure recovery is so small, it is difficult to determine
whether 1t is due to imperfect generalization of the control character-
istics (fig. 11}, whether 1t is due to small leakages in lines and con-
nections to the pressure sensors, or whether the major portion of the
deviation can Jjust be attributed to errors in the measurement of the val-
ues of the various pressures in steady state.wlith masnometers.

Dynanic performsnce. - For the first part of the dynamics study,
the megnitude of the fuel step disturbance was held constant and differ-
ent combinations of loop gain and integrator time constant were used for
each translent. Response times and the percent overshoot for the tran-
sients were then read fram the oscillogrsph records. The response time
was defined as the time from the disturbance until the transient first
completed 90 percent of its response. This time was measured on the
fuel servo input, fuel-valve position, or fuel-flow trace. It was not
reed on the controlled pressure traces because the relation between the
contralled pressures and fuel flow is nonlinear. At low fuel flows (and
diffuser pressure recoveries), no change in controlled pressure occurs
over a wide range of fuel flows (fig. 11). This "eaturation" effect
would make the data more difficult to interpret if response time were
messured on the controlled pressure trace.

The percent overshoot was measured on the same traces as response
time and was defined as the percent of the first overshoot with respect
to the disturbance magnitude.

The variastion of response time as a function of integrator time
constant is shown in figure 23 for several values of loop galn and an
altitude of 68,000 feet. Figure 23(a) is for a step increase in fuel
flow of 2130 pounds per hour (13.6 percent of fuel flow st max. recov-_
ery), and figure 23(b) is for a step decrease in fuel flow of the same
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amount for the same controller settings. The data are plotted on semi-
log paper to permit easier visualization over a wlde range of settings.

The variation of percent overshoot with integrator time constant
for the same series of transients (same engine and control conditions)
is shown in figure 24(a) for a step increase and in figure 24(b) for a
step decrease of the same magnitude (13.6 percent). These figures cor-
respond to figures 23(a) and (b), respectively.

As integrator time constant is decreased (for a constant loop gain),
respénse time decreases and percent overshoot increases. For a given
integrator time constant, an increase in locp galn decreases the response
time and increases the percent overshoot. These trends are as expected
and are typical of all four systems. In addition to these trends, fig-
ures 23 and 24 also show the values of loop gain and time constant needed
to attain minimmm response times with specified amounts of overshooti

For 'all the date in figures 23 and 24, the fuel steps were large
enough to have placed the engine in the suberitical buzz region without
control. However, the control action was fast enough for all conirol
settings investigated to prevent subecritical operation. The magnitude
of the step disturbance was 13.6 percent as compared with an increase of
12.3 percent needed to reach critical recovery in steady state.

The minimum response time sttained was 0.08 second and the maximum
was 0.5 second.

Effect of disturbance magnitude on response. - A pair of values of
loop gain and time constant was chosen during the investigation which
gave a fast stable response. With the control set at these values (loop
gain = 0.710, T = 0.035 sec), the system was then subjected to a series
of disturbances of different magnitudes. Figure 25 shows that response
time varies very 1ittle with the magnitude of the disturbance for step
sizes from 2130 to 4260 pounds per hour (13.6 to 27.2 percent of fuel
flow at max. recovery). Furthermore, no suberitical operation occurred
during any of the transients even though the magnitude of the disturb-
ance was large enough to place the engine well into the subcritical re-
glon in steady state. :

Effect of altitude on response. - The effect of altitude on response
time is shown in figure 26. The figure indicates that eltitude effect is
rather small for the siep decreases in fuel flow, but that for increasing
fuel-flow steps the response time increases as altitude increases.

CONCLUDING REMARKS

The results of the investigation of engine dynamics reveal that the
predominant dynamic form of the response of engine pressures to fuel flow
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ig dead time. For static pressures this dead time varied from 0.018 to
0.053 second, depending primarily on the location of the pressure tap.
Furthermore, transient and frequency-response data gave nominally the
seme vealue for dead time.

Secondary dynemic characteristice (lag or lead-lag) were also com-
sistent for transient and frequency-response data.

It was found that the response of pressures during ignition tran-
sients was different than the response cbtained to step disturbances in
fuel flow after the engine was ignited. Of particular interest is the
fact that during all ignltion translents the normsl shock overshot its
final steady-state position by several feet (3 ft for transient shown).

Al} four of the cantrol systems investligated were designed to hold
a constant ratio of a particular diffuser static pressure to the refer-
ence pressure on the Inlet-cone surface. Holding that ratio constant re-
sulted in very nearly constant diffuser total-pressure recovery over a

range of altitudes. Typlcal data presented for the Ps3a control indi-

cated a possible variation in pressure recovery of approximately 0.5
percent.

Data presented for the Pszo control.also showed that response

times as short as 0.08 second were attalpnable. Furthermore, response
time was found to be essentislly independent of disturbance size for .
fuel-flow step sizes from 2130 to 4260 pounds per hour (13.6 to 27.2 per-
cent of fuel flow at max. recovery).

All the fuel step disturbances were large encugh to have placed the
engine in the subcritical buzz region without control. However, the con-
trol response was fast enocugh for all control setiings investigated to
prevent subcritical operation. The range of control settlngs studied -
gave response times from 0.08 to 0.5 second.  ~

The deta for the Pszo control is indicative of the performance to
be expected fraom the type of controls investigated.

Lewis Flight Propulsion Laboratory
National Advisory Committee for Aeronautics
Clevelsnd, OChio, October 17, 1955
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Subscripts:
0

1 to 16,20

lz
13
14
15
16

20

APPENDIX A

SYMBOLS
fuel-air ratio
total pressure, 1b/sq in.
static pressure, 1b/eq in.
resistance
error voltage, v
fuel-valve-position feedback voltage, v
fuel servo input voltage, v
air flow, 1b/sec
fuel flow, 1b/hr
fuel flow to intermediate spray bars, 1b/hr
fuel flow to upstream spray bars, 1b/hr
potentiometer setting (gain)

time constant

free-stream

location of pressure taeps and probes connected to transient
instrumentation (figs. 1(b) and 3(b))

diffuser exit or burner entrance
burner exit

diffuser inlet

burner inlet

burner exit

inlet cone



20 . - NACA RM ESS&J12

APPENDIX B

FUEL SERVO SYSTEM

An electrohydraulic servo system was specially designed to provide
the fast response required for ram-jet dynamics and controls investliga-
tions. Thls system controlled the flow to the upstream set of spray
bars. The flow to the intermediaste set was controlled manually. (The
downstream set of spray bars was not used during the controls
investigation. )

The electrohydraulic servo system is shown schematically in figure
27, The system positions a fuel metering valve in response to an input
voltage signal in the following menner: The input voltage V; 1s com-

pared with a valve-position feedback voltage Vg, and the difference or

error is amplified by a d-c amplifier. The ocutput of the amplifiler 1s
fed into a torque motor which moves the plstons of a pillot valve, potrt-
ing high-pressure hydrsulic fluid to the appropriate slde of a hydraulic
throttle servo. The position of the throttle is sensed by a differen-
tial transformer-type position transducer energlzed by an oscillator. ..
The output signal of the transducer is amplified, demodulated, and f£il-
tered, giving the position feedback voltage. The system was designed to
give & lipear relation between 1nput voltage and throttle position. The
principles used in the design of the throttle servo are described in
reference 1l.

The fuel metering valve lncorporates a fast-acting differential re-
lief valve which maintains a constant pressure differential across a
metering orifice. Fuel flow, therefore, varies linearly with throttle
position. The differential relief valve wassdesigned for fast response
and stability according to the method described in reference 12.
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TABLE I.

RECORD FOR 48-INCH RAM-JET ENGINE -

NACA RM E55J12

- PRESSURE-PICKUP INSTALTATION

Measured | Station, Pickup Tubing Pickup
variable in. range, Length, | I.D., type
lb/sq in. in. in.
P, 456.69 0 15 9 0.040 I
P, 476.50™ 0 415 9 0.040 I
P, 487.00 0 %15 9 0.040 I
P 502.00 0 %15 g 0.040 I
4 0 %10 9 .040 | II
Py 517.00 0 415 9 0.040{ I
0 %10 9 .040 | III
P 532.00 0 15 9 0.040 I
6 0 £15 9 . 040 II
P, 547.00 0 15 9 0.040 I
Pq 562.00 | O 15 9 0.040 I
Py 591.35 0 +15 9 0.040 I
.o 622.00 0 15 - 9 0.040 I
0 15 9 .040 II
Py 653.15 0 %15 9 0.040 | I
P.p 676.50 0 15 g 0.040 I
Pz 792.00 0 15 9 0.040 I
P 429.00 0 £15 I
20 0 415 I1I
Piy 456.69 0 £15 9 0.040 I
0 x15 9 .040 | III
Pis. 653.15 0 £10 9.5 0.040 | III
0 £15 9.5 .040 I
~
Pig 792.00 0 %15 23.75 | 0.040 II
0 £15° 23.75 . 040 I

S
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{a) Isometric view.

Flgure 1. - Ram-jot diffuser.
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(a) Cross section.

Flgure 3. - 48-Inch ram-jet combuator.
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V Pilot fuel bar .
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(b) Cutaway view.

Figure 3. - Concluded. 48-Inch ram-Jjet combustor.
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{e) Schemetic diagram.

Figure 4. - Free- jet instmlletion of 48-inch ram-Jet engine.
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Figure 7. - Frequency response of type I pressure transducer.
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inlet temperature, 528° F.
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Figure 23. - Concluded. Effect of integrator time constent on response time for varicus locp gains. Controlled
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Figure 24. - Contluded. Effect of integrator time constant on percent overshoot for various
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Figure 26. - Effect of altltude on response time for constant
control settings, Controlled pressure, Pgzoi alr flow, 80 -
pounds per second; loop gain, 0.710; engine gain, 0.090
(1v/sq £t)/{1b/br); integrator time constant, 0.0525 second;
step size, 0.0074 in fuel-air ratio; free-stream Mach num-
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Tigure 27. - Block diegram of fuel system used for engine dynamice and controle investigation.
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